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greater for all other pumps (including 
pumps in food/medical service), or 500 
parts per million or greater for valves, 
connectors, instrumentation systems, 
and pressure relief devices is measured, 
a leak is detected. 

(c)(1) When a leak is detected, it shall 
be repaired as soon as practicable, but 
not later than 15 calendar days after it 
is detected, except as provided in 
§ 63.171 of this subpart. 

(2) The first attempt at repair shall 
be made no later than 5 calendar days 
after each leak is detected. 

(3) For equipment identified in para-
graph (a) of this section that is not 
monitored by the method specified in 
§ 63.180(b), repaired shall mean that the 
visual, audible, olfactory, or other indi-
cations of a leak to the atmosphere 
have been eliminated; that no bubbles 
are observed at potential leak sites 
during a leak check using soap solu-
tion; or that the system will hold a 
test pressure. 

(d) First attempts at repair include, 
but are not limited to, the practices de-
scribed under §§ 63.163(c)(2) and 63.168(g) 
of this subpart, for pumps and valves, 
respectively. 

[59 FR 19568, Apr. 22, 1994, as amended at 59 
FR 48177, Sept. 20, 1994; 60 FR 18029, Apr. 10, 
1995; 62 FR 2790, Jan. 17, 1997; 65 FR 78285, 
Dec. 14, 2000] 

§ 63.170 Standards: Surge control ves-
sels and bottoms receivers. 

Each surge control vessel or bottoms 
receiver that is not routed back to the 
process and that meets the conditions 
specified in table 2 or table 3 of this 
subpart shall be equipped with a 
closed-vent system that routes the or-
ganic vapors vented from the surge 
control vessel or bottoms receiver back 
to the process or to a control device 
that complies with the requirements in 
§ 63.172 of this subpart, except as pro-
vided in § 63.162(b) of this subpart, or 
comply with the requirements of 
§ 63.119(b) or (c) of subpart G of this 
part. 

[60 FR 18024, Apr. 10, 1995] 

§ 63.171 Standards: Delay of repair. 
(a) Delay of repair of equipment for 

which leaks have been detected is al-
lowed if repair within 15 days is tech-
nically infeasible without a process 

unit shutdown. Repair of this equip-
ment shall occur by the end of the next 
process unit shutdown. 

(b) Delay of repair of equipment for 
which leaks have been detected is al-
lowed for equipment that is isolated 
from the process and that does not re-
main in organic HAP service. 

(c) Delay of repair for valves, connec-
tors, and agitators is also allowed if: 

(1) The owner or operator determines 
that emissions of purged material re-
sulting from immediate repair would 
be greater than the fugitive emissions 
likely to result from delay of repair, 
and 

(2) When repair procedures are ef-
fected, the purged material is collected 
and destroyed or recovered in a control 
device complying with § 63.172 of this 
subpart. 

(d) Delay of repair for pumps is also 
allowed if: 

(1) Repair requires replacing the ex-
isting seal design with a new system 
that the owner or operator has deter-
mined under the provisions of § 63.176(d) 
of this subpart will provide better per-
formance or: 

(i) A dual mechanical seal system 
that meets the requirements of 
§ 63.163(e) of this subpart, 

(ii) A pump that meets the require-
ments of § 63.163(f) of this subpart, or 

(iii) A closed-vent system and control 
device that meets the requirements of 
§ 63.163(g) of this subpart; and 

(2) Repair is completed as soon as 
practicable, but not later than 6 
months after the leak was detected. 

(e) Delay of repair beyond a process 
unit shutdown will be allowed for a 
valve if valve assembly replacement is 
necessary during the process unit shut-
down, valve assembly supplies have 
been depleted, and valve assembly sup-
plies had been sufficiently stocked be-
fore the supplies were depleted. Delay 
of repair beyond the second process 
unit shutdown will not be allowed un-
less the third process unit shutdown 
occurs sooner than 6 months after the 
first process unit shutdown. 

[59 FR 19568, Apr. 22, 1994, as amended at 59 
FR 48177, Sept. 20, 1994; 65 FR 78285, Dec. 14, 
2000] 
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